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超滤为什么要保护？

* 以去除悬浮物为主

* 若是内压式中空纤维膜，过滤精度的选择应符合喷    
嘴 堵塞理论，精度需小于1/6的中空纤维内径。

*若水中杂质太多时，精度应更高，需达到1/12中空
纤维内径

* 外压式中空纤维膜预过滤的精度由膜供应商及工程
公司决定

* 更高的精度可以去除更多更小的粘性杂质，但成本
则更高

* 目前推荐的精度是130微米，100微米，和55微米



超滤为什么要保护？

目的之一：

原水浊度对反洗频率和反洗水排放率的影响：

原水类型          原水浊度(NTU)   最大 产水量(l/h.m) 最小反洗周期(分钟)  最小废水排放率(%)
  地下水              <0.5                      112                        60                         2%
  地下水              0.5-1.0                   92                         45                         2%
  地下水              1.0-5.0                   89                         30                         4%
  
  地表水              <0.5                      108                        30                         7%
  地表水              0.5-2.0                    80                        30                         8%
  地表水              2.0-5.0                    69                        20                       10%
  地表水              5.0-15.0                  60                        15                       10%

  海水                   <2.0                       99                        30                         5%
  海水                 5.0-10.0                   60                        15                       18%

三级废水            2.0-5.0                     47                        15                       20%



超滤为什么要保护？

目的之一：

原水浊度对反洗频率和反洗水排放率的影响：

  原水类型       原水浊度    最大 产水量  最长反洗周期  最小废水排放率  加药反洗频率
                            (NTU)         (l/h.m)          (min)                  (%) 

预处理地表水     <0.5         130             90                   1%               7天一次
  地表水              <0.5         108             30                   7%               2天一次

预处理地表水     0.5-1.0     112              60                  2%               4天一次
  地表水              0.5-2.0       80              30                  8%               2天一次

预处理地表水     1.0-2.0       92              45                  3%               2天一次
  地表水              1.0-2.0       76              30                  9%               2天一次

  地表水              2.0-5.0       69              20                10%               1天一次
  地表水              5.0-15.0     60              15                10%               1天一次
  



超滤为什么要保护？

目的之二：

悬浮物的影响？？？

TSS???
  



超滤为什么要保护？

目的之三：

内压式超滤膜的组件的结构：

内径(mm)   外径(mm)    八寸组件膜丝根数       最大进水浊度(NTU)
   0.8              1.2                      13200                        100
   1.2               2.0                      5600                          200 

内径的1/6是：133—200微米

所以，保护过滤的精度为130—200微米。

超滤预过滤：一般选择100—150微米。



超滤为什么要保护？

目的之四：

外压式超滤膜选择什么样的保护过滤？

100微米的叠片过滤器

还是

 0.5毫米网式过滤器？



SPIN KLIN和自动反冲洗网式过滤系统的比较

深层过滤介质，可以高效率
在截留杂质，对软性杂质和
纤维性杂质有高效的去除能
力。

楔形网极端表面过滤介质，
纤维性杂质很可能由最小
截面积处通过，软性杂质
也可变形通过，长期使用
时，楔形网表面慢慢磨损，
过滤效率大幅下降，极端
表面特性消减，反冲洗效
果变差。



A Comparison of Disc and Screen 
filter performance - (mineral material in 
the water)

Test results from: 
Sand Problems Call for Irrigation 
Technology
by Edward Norum
CALIFORNIA AGRICULTURAL 
TECHNOLOGY INSTITUTE - CATI 
Publication #990801 © Copyright August 
1999, all rights reserved 

http://cati.csufresno.edu/cit/rese/99/990801
/index.html 

同样精度，定义效率更高，澄清效果更好 

110µ

100µ

           282       141        118         84         60 µ

           282       141        118         84         60 µ



保护薄膜

微滤膜，超滤膜，R/O膜，离子交换膜 

去除水中大的杂质，有效保护薄膜。 



Arkal过滤系统用于薄膜保护

A. Hundreds of systems of 10 - 50 m3/h  

    Locations: U.S.A, France, Switzerland, China, Japan, and more

B. Two projects in France, 1500 m3/h each

C. The city of Lausanne Switzerland 3200 m3/h

D. Now under detailed design: 6600 m3/h in France

昂迪欧得力满用Arkal提供的过滤系统保护超滤膜



Spin-Klin Galaxy systems protecting 
Ultra-filtration system in ONDEO Degremont 
Drinking Water Plant for the city of  Lausanne, Switzerland:
3250 m3/h, 5 x7 Galaxy systems, 130 µ





Degremont, France

Standard membrane plant for drinking water



ONDEO Degremont drinking water plant in France 
Pre-filtration Ahead of Membranes 
270 m3/h, 130 µ



3” Spin Klin battery, Pre-filtration of UF membranes  for
power generation plant in Austin, Texas



3 RO systems on Oil Drilling Rigs in the North Sea.

5 systems for small desalination plants in India. 

Few systems for small desalination plants in several Arab countries.

Arkal supplies OEM systems to Berkefeld of 
Germany to protect Desalination Membranes:



All-Plastic 2” Spin Klin Battery 
for Berkefeld off-shore 
installation in the North Sea. 

Pre-filtration ahead of 
RO on Oil Drilling Rig 
40 m3/h, 10 µ


